
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

  

BRUNITEC® Spillage Conveyors is 

designed to eliminate spillage and dust 

when handling bulk solid materials with 

conveyors.  
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Spillage and dust can create big problems 

while handling bulk solid material in conveyors 

belts, sieves, screw conveyors etc.    

One small error could become a huge flaw 

because of the large amounts of material that 

is handled in today’s conveyor systems. Even if 

they are equipped with various belt scrapers, 

brushes, and seals, they still spill large 

amounts. But not only that, it also causes 

increased risk of fires, explosions and health 

problems among the staff.  

Regardless how and how much you clean it 

still cost a lot of money.  Unnecessarily. 

BRUNITEC ® Spillage prevention system 

eliminates the need of cleaning and returns 

the spillage to the material flow.  

BRUNITEC® Spillage Conveyors – is made of 

stainless steel and can be built under existing 

conveyors. It can be placed directly connected 

to an unloading chute where it will pick up 

spillage from the return part of the conveyor 

belt. The length will be adjusted according to 

the amount of waste that the conveyor brings 

back. To increase the efficiency it can be 

combined with BRUNITEC® Shake rolls. 

BRUNITEC® Spillage Conveyors can also be 

placed under the conveyors loading zone. 

There it can be combined with BRUNITEC® 

Spillage elevator. It will lift the spillage back on 

the belt.  

BRUNITEC® Chain Conveyor – It will be 

delivered with a tensioning station, a drive 

station and sections in between. All parts have 

a measurement of 1,5 meter which can be 

built together to vary the length as needed. 

The width will be adapted to the width on the 

conveyor.  

It has been delivered in large numbers and the 

longest spillage conveyor has been 90 meters 

so far. If longer, several spillage conveyors can 

be added in series after each other.   

 

Tensioning station –can be manual adjusted 

for the chain tensioner, alternatively 

automatically, which detects the chain 

tension. The chain tension can be varied to 

left or right mounting.  

 
 
Transmission and chain –The drive consists as 
a standard with a direct mounted geared 
motor by 2,2 kW. The drive speed is 0,14 m/s. 
 
The drive chain special execution has a low 
building height and it is designed so that 
material won’t get stuck. The idler carrier bars 
are made of stainless steel and it slides on 
bars of rigid oak which reduces noise, wear 
and the risk of fire.  

 
Spillage elevator – is made of stainless steel 
and is adapted for mounting on the spillage 
conveyor. The principle of drives, output 
shafts, sliding devices are the same as the 
spillage conveyor.  
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BRUNITEC® Shake Roll –Is a robust 
construction with a shaft of stainless steel, 
shake rolls of polyurethane and hung on 
steady flange bearings. The Shake Roll is 
driven by the conveyer belt return part.  
 

 
 
Delivery – BRUNITEC® Spillage prevention 
system is delivered preassembled for 
assembly at the installation location. 
 
- BRUNITEC® Chain Conveyor comes in 
sections stacked on wooden pallets.  
 
- The output shaft, chain and geared motor 
will be delivered on an EUR pallet.  
 
- Spillage elevator is delivered in sections on 
special build pallet.  
 
The packaging follows international and local 

requirements for environmental standards. 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 Documentation – CE/EX certification, 

technical/installations documentation, spare 

parts list etc. will be delivered with the goods 

as well as a digital copy. As standard will the 

documentation be delivered in Swedish 

alternative English.   

For installations planning and 

construction/design there are three-

dimensional CAD files. 
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BRUNITEC® Spillage prevention system 

consists of a combination of components that 

have emerged since the 90s. The components 

can be used separately or together to achieve 

a spill and dust free environment while 

handling bulk materials.  

BRUNITEC® Local dust filter, Conveyor Scrape 

and Spillage elevator in combination with 

BRUNITEC® Dust Enclosure reduce the risks of 

fire, explosions and the spread of hazardous 

dust. The unique overlapping seal – labyrinth 

seal allows it to be completely dust-proof but 

still easy to open for maintenance.  

This application is designed to 

handle quartz dust. The local dust 

filter has a HEPA filter and the 

clean air is released directly in the 

local with values below current 

limits. 
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